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+ .303-INCH SHORT MAGAZINE 


1 
LEE-ENFIELD (S.M.L.E.), Mks, 
Ill AND III*. 
(a) Particulars. er 
‘Service designation. ‘No.1 Mis. IIT and IT*. 
Weight. 8 Ibs. 10} ozs. 
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‘Length with bayonet. ‘ft. 1p ins, 
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2. -303-INCH PATTERN ‘14. (P.14.) 


(a) Particulars, 
Serren designation. Rifle No.3 Mk. 3°. 
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() The and shorter and more easily menu+ 
(i) Slightly heavier and sturdier barrel, which makes for 
(iy Improved stoking up_erenserent, inching, « 
better forma of nose exp, whieh also helps to give 
renter accuracy. 
Ge) A machined surface for the bolchead to ride upen 
i 
(v) A smaller and more compact bolt-bead (permitted 
by (ie) ). 


(vi) A new type of bolt retaining arrangement. 
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4. .303-INCH CANADIAN ROSS 
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(a) Particulars. s 
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5. U.S.A. MODEL ‘17. .300-INCH. "This was en strat ‘sound line of ‘ection since tbe, « fee 
(a) Particulars. 
Sezvice designation. U.S. Mode! "17, 
Weight. 
‘Weight with bayonet. } Approximately, the same. 
with bayonet. cent 
Capacity of magazine. 
Ghareer or clip fosding.  Gharger amall brass type), 
Beefs nn, | nto bona 
Cut-off for maguzine. Nil. 
(See Fig. 1, p. 17.) 


(b) Removal and replacement of bolt and 
magazine, etc. 

Bxactly the same as for the Britlsh P. ‘14. 

(c) Applied and mechanical safety devices. 

Same as the P. '14. 

(d) General information. 
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6, U.S.A, SPRINGFIELD. .300-INCH, 


(a) Particulars, 
Service designation, USS, qoo-inch Springfield. 
Model 1903. 
9 Ibe. 11 ons. 
‘Weight with bayonet. xo Ibe. 11 one. 


‘below under (d), 
Range of adjustment. 00 to 2,850 yds, 
Cat-off for magazine. ‘Yes. Same type as the Row. 
(See Fig. 1, p. 27.) 


(b) Removal and replacement of bolt and 


(1) To remove bolt. 
cut-off in centre position a for tbe Ross. Raise 

the bolt-lever and 3 the bolt. 

() To reptace bott. 
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of the right hand be used to give added impetus to the 

Sper ona rand oven eee zi 
Age reatch, The eatch ie fort in front 

of the tigger guard. “To set at aafe pull back towards the 


trigger, 
N.B. The safety-catch will only act when the rifle is cocked. 
(iil) To untoad the rifle. 


1, Push safety-catch forward, if applied, 


2, Pull the operating rod handle sharply to the rear and 
can hand. Gurl 


3,, Place the left hand over the receiver with the fingers 
on. the right side of the rifle and the thamb on the left by 
the clip latch. _ Press in the clip latch with the thumb. ‘The 
clip and remaining rounds will then be cected upwards 
into the left hand, 


5. Press the trigger. 
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(@) Elementary stripping and assembling. 
() To strip. 

1. Turn rifle upside down. 

2. Unlatch the trigger guard by pulling upwards and 
‘to the rear, 
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3+ Continued upward pressure removes the trigger 
group complete. : 
4___ ‘Tam the rifle the right way up and with the thumb and 
forefinger of the right hand on the lift the receiver 
Darrel groups from the fore-end. 
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9. .30-INCH SELF-LOADING 
CARBINE M.1, (U.S.A.). 


ia) Barts. 
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(c) Loading and unloading. 
(i) ‘To load the magazine. 
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9. RIFLE No. 3 Mk. I* (T). 
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P'lg TELESCOPIC SIGHT 
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(b) How to adjust a telescope to a rifle and 
‘to an individual, 
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10. RIFLE No. 3 Mk. I* (T) A. 

‘This is a P. "14 rifle with an Aldis ie 
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ii) Tooessenesies As for P. "18, 


telescope has sunshades at both front and rear end. 
(i) Particulars of accessories, 
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the butt of the rifle is the usual wooden cheek 
rest which is now the normal issue for all snipers’ rifles— 
ee. 
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Of the telescope-cate, the serial number of the is 
seuupedion he soul of tha ride Suet junc tele se coo 
Piece, and the numbers of both rifle and telescope are 
Fecorded on the inside of the lid of the telescope-case, 

{b) How to adjust. 


Note 1. As mentioned in the particulars of the telescos 
i "The telescope es’ been bo 


there in no focusing. adjuatment. 
Note 2, ‘This is easier to adjust than either of the 
telescopes referred t0 in the preceding. 


a Nate 3 lt immaterial which adjustment (ine or elevation) 


‘To adjust for range, andjor line, 

1. Adjust the range. and/or deflection drums until the 
MPL of your group i the same as your point of atm. 

a. Alter the range and/or deflection drum readings to 
fuitcide with the range at which you are Bring and/or aro 
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8. Remove trigger group complete. 
9. With piston right forward, turn the back end of the 


‘aingpring rod out of its slots on the inside of the front of 
10, $ithdraw minepring and rod to the rea. ia 
42, Pall back slightly lees than 

ta inch, until the end of the iynch-pin can be seen through 

the hole in the opposite side of the body. 
1a. Knock out h jin, from the cocking-handle slide. 
13. lift out hammer from under- 
See Beat bower tice! sige torus me fac sf wil go, 
45. Pull out piston to the froat. 
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Push the breech-block as far to the rear as it will go. Then. 

with the side of a screw-driver blade press out the bolt 

‘etaining catch on the left of the body (upside down view of 

this is on the right) and pull out the breech-block by lifting 

from the rear end, 
17. The firing-pin ean then be withdrawn from the 


locks 
38. Withdraw cocking-handle and slide. 
IN.B, Do not attempt to atcip the trigger mechanian. 
(il) To assemble, 
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and press home. “ 
cock the rifle. 
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Atcigger. 
(c) Applied and mechanical safety devices. 
The safety has been dealt with already in the 
Sichanical safety ix enmaze by the fet thatthe hammer, 
which is actuated by the piston, ie unable to get at the rear 
St the Bringvpin untl the breech i fully 
(4) Preparation for firing. 


regulator et the smallest setting. There are 
three alse Of olen ned onthe front of the relator 


i < af 
ged Sou elton fr to tone the ‘to nun, 
‘nose of a bullet will serve this purpose. 
_ (e) Stoppages and Immediate Action. 
In the event of « stoppage carry out the following 
immediate action: . 


correct it, 


(©) If the top’ round is damaged—remove it, and 


magazine. 
Io the event of recurring feed stoppages, increase gas. 
© 


50. RIFLES 


13. 7.92 mm. GERMAN MAUSER, 
(a) Particulars, 


We Jess bayonet Ibs. 
toon om testi 

of : 
Charger or clip loadix rae (small brass 
Type of ght. Open V noch end basleycoes 
Range of adj: 3 Graduated 400-2,000 metres. 
Cutoff for magusine, Ni 

‘(Bee Fig. 3, b- 29). 


(b) Removal and replacement of bolt. 
(1) To remove bolt. 
car “ 
te Hato the Hite Ra's {6 gy tod ace as Tee 
fashion. Press out front. to left and withdraw bolt. 


(i) To reptnce bott, 
As for P "14. 


Note, ‘The magazine is not removable. 
(c) Applied and mechanical safety devices. 
() Applied safety. 


sua ae 
2 RIFLES san 


14. GERMAN 7.92 mm. SELF- 
LOADING RIFLE. G.41 W. 
(a) Particulars. 


reat uch, Ji, the ‘milled-headed 
eatch, i.e. 
eae lever up the breech 


n and cocking-cover can now be 


792m OER 8 stl LOADING RIFLE ‘aiv) 


ol tee bot ‘on « wooden or soft 
i adn tig far cd ef the over soften 


(b) Loading and unloading. 
by means of the normal German 


Loading ia 
‘When ‘¢! cman charger of 
Batts tb i ooad is empty, pty, the magazine 


i) 
a8 a “holding-open & ‘gp mining and msiosing ro 
(c) Stripping pire asses iy) cover. 
(i) To Strip, enbling: & pod om lugs. 
Tee es (ii) To Assemble. ah oat 
Lee pntSh saletzceatch over from “Heft” to “ri 1. Place the ink te ol i cocking eves 


ere arma, Dm he coukiagrecess of the bolt 


se RIFLES 


a fi 
pghtt kit nacre ett 


the cocking-lug of the cocki 
3 panes ingalug of ing-cover in the 
ef semble talarping od abd msingpring in the 


tego insert msiaapringn into the recesses above the firing- teas bayonet {91s ios 
ya ee etoe (Gea 


Bees Seta ery teen ew ae ee 
(iy ha thei om rece eee ea their Rec et Sto a.e00 meta 
mince ite met BE Rehm) 
Parts of the breech mechanism together, “(by Removal and replacement of bolt. 
ej cae arg 1 lpenrod im aly 


RIFLES = 


.256-INCH _MANNLICHER-CAR- 
CANO (ITALY). 


(c) Applied and mechanical safety devices. 


() Applied safety. 
Safety-catch on rar of bt pl ‘To apply, pres in end 


rotate to the left, To prepare for fe 
procedure. 


(d) Special features and information of 
eet. 


rogcial fture ta of purely echnical 
cree toa the re 

the ote Th "There is no merit 
‘models it has 


‘The bolt iever 
atte es fs further forward in Mannlicher actious 


General note ea sseariind German and Itallan rifles. 


vein rifle instead 

om tnd beve done away with the progestre wit the 
Teferted to above. The basic mechanisms of these 

fles and carbines, however, have not altered appreciably. 


RIFLES 4 
. .55-INCH BOYS’ ANTI-TANK 


RIFLE. 
(a) Particulars. 
Service a Rifle Boys', Mark I. 
nd aie 
Feed. vechead box magazine, 
Maasai capacity. rounds 
Histon. inderneath. 
Aperture. 
Ringe cf adjusement., 2 Bed setinge—s00 and 500 
‘GSee Fis. 5, p. 55) 
hel Removal and replacement of bolt. 
To remove bolt. 
open a een it eateh jest beneath the | 
(Ul) To replace bolt. 
Reverse the above 
(c) Loading and unloading. 
(1) To fill magazine. 
You must be carefl to push the base of the round back 
from in front of the he magazine. 
pee rs eg aseesaace eee teed pea 
(it) To Toad. 
As for Bren. 
(ii) To unload. 


‘As for Bren, ‘The magazine catches are of the same type. 


ss 

d) Specia 
Pu aS my 
formation and 


reso in the stud, and 


BaF 


£ 
2 


i 


: 


BOYS RIFLE 


CHAPTER IL 
LIGHT MACHINE-GUNS 
automatic we ‘of rifle 
rope is epics 


dor support which 
fircumatances, It ip capab 


the 
‘Lightness, combined with strength. 
Gp pies gad ie orig he Sa. 


to fire either in bursts or in a succession of 
tingle’ shoes, 
1. .303-INCH BREN L.M.G. 
(a) Particulars. 
Service desifgoation, . Bren, Mk. 1 and IL 
Weight. as he. 
Poor cocked: Thing rear end of 
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BREN LIGHT MACHINE GUN 


“Magazine capacity. Besjas sounds; drum (AA.), 
tae abe. 
cas. 
Drum: Ful” 1a ibe a ons. 
Glos. 10 02s, 
Ur ith. 
le. Right-hand side. 
Gee fee Open 
(a . 
Oa oe ° Movi held 
; "ck by rors on 
(QP Cagle shot 
“Types of fre. fomatie or single shot. 
Speed of gun cycler). 430-339 unde per minute, 
eg i. [oie (so yds. 
eee Mk. II, 290-1800. 
Lamina Wisiebe 
‘Tygod (or ue ine off rere Se oa 
‘Medium M.G.) eco 
(See Fig. 6, p. 57). 


(b) Loading and unloading. 


gpa k 


ae 


fh 


fee 
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back to its left limit six times. ‘This 
Holding th Z 
ih the meen 


59 


hits 
Red HH 3 


i 


8 
58 
aS 


i 


{c) Stripping and assembling. 


F 
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‘of the back of the body. ‘Th then be grasped and 
removed together from the cum. 

'5,, Slide the breech-block to the rear until the claws at 
the front of it disengage from the grooves on the piston 


7. The raising of the barrel nut lever also allows the butt 
group to be pulled farther back and removed from the body. 
8. ‘To remove the bipod from the body lift the front of the 
the right hand, and with the left hand pull the left 


l 
HH 
E 
FE 


LIGHT MACHINE-GUNS 62 
‘carrying-handle, engages with the stud on the top 
of the body, (Note, These are not present in the 

a) aaa ee ee Darrel mut lever is ally hoone and that 
the catch has ‘on the rib on. the body. 
{5) Replace the bree block on the piston by sliding 


{@) the butt is fully to the rear; 
ck is fully forward on the 1 
i ee i i ered he es 
jnto the body before attempting to push forward 


‘ 
| 
Zz 


LIGHT MACHINE-GUNS LIGHT MACHINE-GUNS 64 
outwards to enable the striker retsining-pi pushed ® During firing. 
forward the iker 
dai ag aR ng ede spring net (go, Ife of, . It 
(U) To remove and replace the gus regulator. py 
1. With the nose of a bullet puth in the sliding cate in This 
the right-hand barrel whether 
ends of the retainer. ‘moved 


the gaa regulator until the retainer ts opposite 
fa the gaa block; the regulator can then be removed 


BF 


slighty wo! gosh 
ee eee een Uae the sppropaate punch mark 
seeing that the appropriate mark on 
SRoe of the cagaltor is opponite The punch more 

(4) one of the two: 
the regulator is li up with the horizontal cut on the 
Dick, (If this i not done the projection on the gun 
‘will foul the regulator when you try to replace the 


1. Strip the gun end clean the 
water through it, ‘water ie 
Zo, and even cold water is better than 00 water at ail. Dry 


parts (Le. gas cylinder, gas regulator, 


5. Check magazine both before ang after loading before 
to ace that the platform docs not stick and that the spring is 
‘not damaged, after to ensure that it is correctly loaded. 


Note, Pomible causes ine, badly filled roagezine, 
[Parable out corey maaaive, badly filed megasine 
3._ If, after the sbove sequence, the gun fires « round oF 
fo and again stope itis a sign htt mare gun is wanted end 
is 


’), Gi), (ii) nnd (iv) of paragraph 2, 

(ii) Cock gun (without magezine on). 

(iii) Release barrel, siide forward and change gas regulitor 
to next largest hole. 


Possible causes insufficient binding of moving 
parts due to heat or dirt” bad 

If, after the sequence in oh 2, the will 
‘oot fie ft shows that bore mechacical brealdows, ether of 
the gun or the dnemuniion, has ocurred and the linmedine 
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(i) Points of interest. 


Hel 
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2. LEWIS LIGHT MACHINE GUNS 
OF THE FOLLOWING CALIBRES 
AND PATTERNS : 
i. .303-inch British (ground pattern). 


i. .303-inch British (stripped pattern 
for A.A. use). 


lit. .300-inch U.S.A. (ground pattern). 
fv. .300-inch U.S.A. (stripped aircraft 
pattern modified in Britain for 


LIGHT MACHINE-GUNS os 
herr : 47 344 Bo 12 ons 7 td 
ais. 
rde'4 Tos. 2 008.4 97 td, 
Suen re} 
napeeae Gas opersed. 


Locked or unlocked. } 
FeO. andle, “British. Right-hand side normally 
USA’ Lelchand side only, 
Condition of breech on 
fa} Cones Be 
3) Ed of magazine, 
of fre. 
Rate of fre (speed of gun) 
Britiads 
USA. 


oo-6oo rounds per minute. 
(See Fig. 7, p- 69), 


(b) General description of the above types. 
1. BRITISH .303- re Lewis 


il, BRITISH .303-INCH STRIPPED LEWIS 
‘A certain number of guns have been lightened for free 


LEWIS LIGHT MACHINE GUN 


Fro. 76 


‘pater. magezines sashes t 
eee eee ra 


Ul, U.S.A. .300-INCH GROUND PATTERN LEWIS 
‘Thin in almoat identical with the_ags:inch, pattern, No 


"To distinguish it from the British pattern a two-inch red 
band i pated om the body in front of the magezine post. 


4v.U.S.A, .300-INCH STRIPPED LEWIS (AIRCRAFT 
PATTERN MODIFIED) 
This gun also has 4 red band painted 


co the bedy in front 
of the magasine pesto, denote ie fact that it will not take 


the Bervice eartidge. ‘The figures 300 should be 
painted Further, because the 

Gating, mich comaie the ceum spring, wil oot Bf on 8 
Lewin aking Ic locks simaat ace 
‘started 


un alas rr in 
i ‘rey came ovet here without sights 
Ue ecdinoe casings” and only spadechandle gripe iatead of 


oO = 


é R tea ayscege He ety 
ine 1 


Petites iil Hal 

| HEI Fre ihth 
Sade! él EMP ¢ 

nn 


ype of thia butt was 
a position that the 
wven-round ie. 
biped 
for 
val 
and Type. 
with 
ibe set fa ATA ‘ah 
ry a 
blocks iz 


‘The #hay 
‘wooden check rest, 


version 
ended 
beh 
ip was 
‘ean elthe 
used in 
th later) 
the 
be 
wood 
precreey. 
difference in 


the 
From Bi 
the 
ype 
Tew thou 
fred 
fited 
mye, the 
ere, 
High to 
ents 
check 
‘of the eye being in 
the higher ai 
con 
(2 that thw 
it we 
would be from beh 
ty eicapohe oan at 
erp, and. 
‘be dealt with 
the hands 
conversion ‘ex 
the normal 
fic ticks oot 
beta 
all 
(@) Normal wood butt, (a) Skeleton butt 


LIGHT MACHINE-GUNS 
of the, 
it and (6) Hi 


t ser in AJA, 


Ist Type. 


Eee soe ee teae ty 
BT 3 


Ten 
Tater 


0) Low 
sight 


: 4 
ir wioietd tice 
aa Fi megegubhall 


te. 
a 


n LIGHT MACHINE-GUNS 

(c) Loading and Unloading. 

@) To fill magazine. 

Put the loading handle in the socket. ‘This releates the 
‘magazine catch and allows the centre block to rotate. Put 
the rounds in one at a time and turn the centre block as you 
0, "Make sue thatthe groove in the base ofthe careidge is 
engaged in the retaining plates in ne. 
Dolonding handle press back the sagasine catch by 


Lf you wish to use the round indicator on the ni 


‘American magazine, rotate the centre block unt 1 
reads two noughts before starting to fill. 
(ii) To toad, 


1. See that the forward. 
NB. On the U.S.A. Stripped Lewis this is on the left-hand vide, 
post as follows: 


‘operate the cocking-handle, 

's.  Pullback the cocking-bandle. ‘The gunis now loaded, 
rth a round in the feed way, and bolt tothe rear, ready 1@ 
feed itinto the chamber and fire it when the trigger is released 
(iil) To unload, 

(a) UNLoaDinG uy Fimo. Remove the magezine by 
pressing in the magazine-catch to the right. Raise the butt 

trigger, cock the gun and again 


(d) Stripping and assembling. , 
‘This will be dealt with in three main groups as follows: 
1. Piston group. 


. Body group. 
3. Barrel group. 


ij 
P 4 
23 2 
4 ; ee r 
| g au in i ie an al z i 
pete ava 
is s eft naiis. s eb cess aa 
( 
} ; HEBRA) 38 
| : i A i Ul 
| be 
1 a (ssl 4 
u ieee tt 
B. Paglitars 2 if 
: ; 


(ii) Remove stop 


” LIGHT MACHINE-GUNS 
Note, ‘The BODY-LOCKING PIN is the 
side of the body which Jocks the body and 
‘out by inserting the nose of « dummy round or © 
to the rear, 
(i) To assemble, 
Reverse the above order, 


3. BARREL GROUP 


1 as ‘ey and ga regulator, 
2. Unserew gas 3 
3: Unserew inner chamber of gas regulator. 


(U1) To assemble—both types. 
Reverse the above order. 


(e) Additional stripping. 


LEwis 


LIGHT MACHINE-GUNS 


casing. Using a dummy cartridge remove the spring casing 
from the pinion. 
2. Assemble in reverse order. 
(U) The Trigger Group. 
‘the sear axis pin, and remove the sear. Place 


7 


a 
hand over the plunger and push out ‘Arigger axis 

om the tigers the pla od the tiger spring. 
2. To slace trigger spring 

ph |. place the 


lunget. the plunger depressed, front 
End of the tr into the slot in the plunger and replace 
Cee pg tg he 
behind the fear end of the tringer bar and replace the 


‘working parts. 
. When msscrnbling, set the gas regulator 
bole (Britah pus) or Noss ole US eee 
s-_ Adjust both return springs (the one on 
8 | H 
@) To Increase. With pistol 
‘connect 


nu i 


2 83s ; a me 
a i 1a ail ae He 
i saat Ue 
ees ig el 
i fT Hiisuals $1 ul inl si 
4, &3 
EOE Lees fit 
af HG is nl ae 
pi ity 
| gereaemernmctrrapgrs Dies | 
atl re i 
if i 
i ie 
i ii, 
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Porition of | TA. Fails the 
Goch! | 1A. Whe Corried soir don oe Cored 


=| = 


@ Ti live round in chamber 


| @) If empty case in chamber 
or body—elear 
_ | = | the bolt—load, aim and fre 
NB. If ‘Gre with the safety-catch applied, will 
se scaring tid it beck 


‘the forward travel of the handle 
ibueoce of the rerun spring SMOMAL “Do NOT forge ie 
lower safety-catch firing, should have 


General note on stoppages Ist or 2nd position. 
If the gun stops at either 1st or 2nd position and there is 
fa mo resistance om the cockis 2 
Clear gun—change the pinion group—Ioad, sim and fixe. 
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3. .303-INCH HOTCHKISS LIGHT 
MACHINE-GUN 


(a) Particulars. ° 
Service designation. 
Weight. 


rs rion 
ee tt “(Tee 


in, Hotchkiss M.G. Mire 
Pond i. 


aheen 
Tb. 15 028: 
Bik nk oct im eR 
D pie stom, 
f operation. a 
Picked or pace ‘by rotating locking 
Feed opening. oa 
Tn centre of rear af body. 

Condition of breech on: 

(a) " held back by 

{G) nd of sip or belt ol piston 
Calibre, ‘np -36p-in. Brtah service. 


Single 
(speed of gun). 500-foo rounds per minute 
eee TR Pee Eee Py. me 


ee ae ee: ee ee 
ee ee 


<3 ail ip ie | Hoe 
: ra herd H 
at u i : Bae 


ai a 
At Hau 
aid Tt he 
Hale i at nH 


om 
a 


CURISS LIGHT MACHINE GUN 


Fic. 8, 


We 


ea mf 
Hi pl Ban ie ge 
ae bhp ily gu 
. 53 i aH g aed 
2 mo aH 
& ety 2 242 
o 338 af 
ag hu tgif 
soHHi) ty PasHicl a Eh 
es @4il) ctiniai f°. 89 SEs] 
—————— 
fe nae s Eny 22a ane 
Hl : Hl Mt a 
ety: fe Hu i Ht 
aly al He 
Fi Ai degeet a 
ETE eed ui 
§ His atts u 
Vi aC ath 
pin Aas SH 
on o-uadilel fa 


4 Unscrew jocking-screw on left of body three turns 


byrwann of x Levers er 
the grasp 
poub burt forward about finch 
ever butt downssards from the rear and remove to the rear. 


7. Insert C-H in the piston at an ungle of 4s degrees to 
tha right (a4 wh repoin it bock to stich 
Me een eter coal re 


(iv) Remove by lifting to the rear and upwards. 
13. Using slot on combination tool, Femove ejector by 


‘barrel 
‘of combination tool rotate t of 
( By means oa locking-oat 


barrel to right unul left side of claw is in ith 


‘scribed line on body. 


HOTCHKISS 
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Insert # orefingce in the barrel recess of body and 
pull out te fone tae schon lockingenut. This muti knows 
'fermeture put.” 


the“: 

}. Using the | extractor: spring and 
sxtmnctor fe ‘by inserting claw of tool 
‘between the two rear coils of spring, i 
slightly, and 


the forward so the 
aly cl Lave eee Cl, ood, chongt damaged 


ee : 
il 
eerie 
A 
Hy 
i: 


& 
& 
3 
s 
e 


f 
I 
3 
3 
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ree cert roca epi ln eo rece in the 
‘ 3 Hite edo CH trough tbl te ba 


‘and leave about protruding. 
aity Holding C-H1 in this. position ing C-H and 
bea Sey fincas prowudog endo the CH 
4 ‘Now reverse (5) of "Seip id 3 ae 
fever at 49 degrees (0 the He when it comes to 


(©) Stoppages and Immediate Action. 


or LIGHT MACHINE-GUNS: 


4. VICKERS-BERTHIER LIGHT 


MACHINE GUN 
(a) Particulars. 
Service designation. .303-inch Vickers-Berthier. 
‘Weight. 22 Ibs. 
Length overall, 4sh ina. 
Feed. = box magezine, Bren 


Capacity of magazine, 30 rounds. 


thom, 
Pull. 2 ibe. 7 om. 
System of operation. Gas 
Locked or unlocked. ‘Locked by rising rear end of 
breech-bi 
Feed opening. Top. 
ion.” Right side 
Cockingehandle. Right-hand side, 
Condition of breech on: 
(3) Bnd of magusine, Open, held broeele 
(0) of a 3, on 
» "block catch. 
Calibre. .goa-ineh. 
seston Any .303-in. British service. 


‘Types of | ‘Single shot or auto 
Bam ote apeed of exe) $00-600 rounds per minute. 
(See Fig. 9, p. 92). 
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(c) Stripping and assembling. 
(Q) To strip. 
potgSte that the working’ parts are forward in the fred 
sige a rat 
Getached as deacribed below: sig 


(i) Re'se the butt at the rear end and unhook the butt 
group and return spring from the body. 
(ii) Remove the return spring from the butt. 


LIGHT MACHINE-GUNS cre 
ii "back the cocking-handle sharply; this will bring 
ry eS bratinblock back out of the body: 
hold of them as they come out. 
Gv) Remave breechblock from piston by drawing it 
3. Remove barrel as follows: 
carts anal Tichat pealion, im 
ae or ; 
vertically above the barrel. 3 


from the and forward and out 
4) Palle no ofthe barrel lockingpin catch 
at 
id locked . This brings 
serrated Wes Weiter ioching-pia oo of 
rte catalan gt Ripe Sct 
Push the ith bij 
@) Sod oat of te boty. 
5. Pull the knob of the berrel in catch to the 
rear; turn it forwards as when removing 


the barrel, snd withdraw to the left. 


(i) To assemble. 

Reverse the above procedure. Remember to assemble 
the brech-block tothe piston before putting the latter back 
into the gun. 


BERTHIER™ 


i 
Hala 


“apg tawireme _ Bf 


i a 


SS 


Pr 
Bet sd b= 


= 
Emory 


(8 


3/0 
Te Wa) | Weak magsior secing | Gang mmencon, 


‘coatous ahct 
etry 


‘cot. eipped by ea 
Sigg pew wes | Weknenac cine | Be 3 


tence, 


b> 


Hf 

&, 

5 

E 

hi 

i 

ii 

Stee | eters 

= 


Noting la daze. 
rea ner LAs 
ound te casino 


‘opening. 
shin ain, rete ienl he e t 
ion fore is 
factor in deciding what type of immediate netion to apply. 
‘FIRST (MMEDIAI ‘THE POSITION: 
mane 


© Fay rw 
Nok gate Bowe, 
oa ae 
% Saget oe 


= Faliyorwe 


IMMEDIATE ACTION 18 TO 


Marva 


Ye Mail vibe 


ig aH WEA EAL AA 
at del 
Jar Hi Pe} Fe 
aie 
| i ii 
\ a 
a 


“BERTHIERD 
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(f) Particulars of interest. 


receiver on much 
“(¥) Simplified trigger mechanism. 


” LIGHT MACHINE-GUNS- 


5. GERMAN 7.92 mm. M.G. 15 
(Aircraft obseryer’s gun) 


(a) Particufars. 
Service designation German M.G. No. 15 
Weight. 1st Ibs, 


carer oF LEKTNER STAN 
HAGAZINE 
‘INDICATORS 
senouts FOR, 
EASING TENSION 
mua, 


* GERMAN _M.G. 15, 


Fio. 10. 
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‘Types of ammunition German Luftwaffe we soley 
farmour-piercing or semic 


(Sce Fig. 10, p. 100). 
(b) Loading and unloading. 
(a) fe edie nen tricbeeroaple tome’ 
under the influence of 


Steet Wes falifcomeecseereangeies pata 
se round indicator openings ia the reat of the magazine 


at twent » fife j-five rounds. 
Hino loedite bays are available, diese ean easily be made 
ng 
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(i) Place a full magazine on the gun 
ry 


The ‘now 
and cannot be removed until 


hed over to the right 
Gv) Bull beck oe coching"bnade os far Se pombe. 
(il) To untoad. 


D bey eee " and cock the gun, 
1 
= Bet safety are at “8." 
Depress + 


are retaining catch slightly and 
extension 


fg 
7 
ee 
Hh 
if 
af 
i 


3. Z. 
mle 
i 
pe 
hi 
iE 
i 
a3 
Ey 


# 
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serrations of the cap retainer end cop and allows the latter 
to be unscrewed. 2 

8. Holding the front end of the body extension down. 
wards, unscrew the large screw cap and remove. 

‘9. Lift out cap retainer, 

1, Press the trigger end withdraw the trigger 
about one and half inches to the rear and remove. 

N,B, It may be necemery for the ti 0, be tapped 
echt pkere/a’s mwa wale” BONO we # bemner or 
Gther steel object. 

1. Withdray body extension easing to the rear and 
take out the bufer end butler spring. 

. Returning to the barrel and body groups, remove 
barrel, barrel esterwion, and locking-nut froma the berrel 
casing. 

N.B. To do this you must fcvt lift up the ejector to ite fullest 
eqient and keep it up while the barrel, ete, ix being withdrew. 
‘The ejector will be found at the rear of the tagezine opening. 


15. Remove muzzle attachment by raising detent and 
14. Remove the choke, if necsesary tapping it off with 


a raw-hide mallet, 
Further stripping should be unnecessary, but if required, 

ie must be done only by an armourer. 

(ii) Assembling. 


1. Replace choke and muzzle attachment. bi 

2. Re-assomble barrel, barrel-extension and locking-nut 
in barrel-casing. 

NB. See that the wider slot in the barrel extension ia upper 
most, 


3 Replace body extension in body extension casing. 
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4. Replace buffer, cut-away slots to the front, ensuring 
that the guide studs'on the inside of the builer enter the 
‘eut-away portions of the body extension, 

5. Insert buffer spring and withdraw buffer and spring 
‘until the rear ead of the latter is flush with the rear end of 
the body extension, 

6. Replace trigger guard and push forward. 

NB. Do NOT press trigger. 

7. Tnsert cap retainer in the rear end of the body exten~ 
tion. See that the two nipples seat themselves in the two 
slots of the latter. 

8. Hold body extension with forward end downwards, 
replace large screw cap and screw up. Retainer and cap 
"e automatically locked by the pressure of the return 
spring and the ratchet teeth on bath components, 

9 Replace extractor. 

10. Replace firing-pin. 

11. Insert Gting-pin guide in. breech-block, #0 that the 
tong enn of the -lever is in the recess in the base of 
the eocklog-handle, cieharal 

1a. Place the return spring over the pin guide end 
glace, the whole smembly of return, sping, fring-pin guide, 
id breechblock in the front end of the body extension 
oni 


ing 

13, Holding these components together with the left 
Bend, "lace che front end of the, bresch block vertically 
downwards on a piece of wood, and push the trigger gus 
gad body extension hard down until you hear or feel the 
hreech-black cock on the sear. 

14. Rotate the safety-catch arc to “'S" position, 

15. Insert body extension group complete in barrel 
easing (C0 which the baerel hes already been amembled) 
sad rotate until safety-catch are catch engages. 

16. Rotate safety-catch arc to “F.” 

47. Press the trigger. 


1s LIGHT MACHINE-GUNS 
(a) Stoppages and immediate action. 
In the event of a stoppage apply the following immediate 


If at (iv) above 2 round is misplaced, i.e, half out of the 
Zine, remove it, replace magazine and carry on as 
If the magazine. 


‘ents, and oil up. 


(e) Special features and general information. 
i of util this 


‘and rear Bren supports 


if ‘out of captured ammunition, Royal Armoured 
Caml 7o2 tam. amynunition i of the same calibre and 
size, and can be used in lieu, 
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‘Weight, 26 Ibs. 2 ozs. 
Lane. 4 
5, es " : 
Locked or uallocked. bolt locked to barrel 
by interrupted threads 
Method of feed. Metal pie details see 
below), 
a “4 Cu 50 rounds. Metal 
‘by coiled wire, 
‘The first link’ in each ‘bet 
an into which 
fits a smal tag nthe end of 
* each belt so that beles of any 


alo cared for ute 

hts, 200~3,0c0 metres 

Optical sight, 0-3, "y 

Types of fire. yp fonernped emt rmper 
Speed of gun. 0-90 aotsda per anus 


MG.s4 
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1108 LIGHT {MACHINE-GUNS 
7. 7.92 mm, GERMAN M.G.42, 


(a) Particulars. 
Weight. 


agh tts. 


fect penta, to barrel 
by roller wedges. 


‘As for M.G.34. 


MG.42. 
‘Fro. r14. 
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(b) Loading and Unloading. 
(i) Bett fitting. 


$F 
iid 
738 
Hi 
& 

3 
i 


58 

i 
a 
i 
i 
5 
i 
F 
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A 
i 
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F 
ne 
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i 
3 
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: 
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Note. ‘The cjection-opening cover is hinged on 
ference ts peatoee- nae dea 
(©) Stripping and assembling. 
() To strip. 


1. Press catch on under side of butt, twist bute through 
‘one-cighth of a circle and remove from butler spring housing. 
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BREDA 
7. 6.5 mm. MODEL 30 eatcae 


e ‘cover catch and raise body cover ‘ im. MODEL 38 
sed ged achiever poten Ings peationeedy ot e sees : ie 
foie to writhdesw ingen a ecamaTieds ws meal 
fis nh ernote the body cover and def Bock calibre. % 
bie Neon ad cate EB (a) Particulars. 
gee Lee he eee aes ae Lot: adm: 
jst 2 
Fo pekinese mma mgm Method of operation. Bestindpricton ot sen 
() To assemble.” Rotating locking-aut (Ferme= 
Locking eyseem. ture nut). 
Reverse the procedure outlined above. oe 
Feed openi Rint ide 
opening. de. 
on opening. Lower left id 
Gecing andl Rich side, zi 
jconly, 
Rate of fire. (oes, rounds per minute 


i 
Range of adjustment. { erment. Fixed 
(See Fig. 13,7. 112) 
(b) Londing, firing and unloading. 
To load. 


1. Release magazine catch and allow magazine to swing 
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3. Press trigeer. 
MAGAZINE EATON 


is only 
hort jee to the rear when the 

Sorighe Sey te re 
{ilt) To" unload. 
Fels, Reo ragasine catch and allow magsrine to ewine 


2. Sra saya He» sees fo nt» 
magazine 


(c) Stripping and assembling. 
() To strip, 
Bk 5 Pall cit beer etek Pawn on Be eats ant dower 


2. Tur barrel about 90° Hise ag la Sec Soret 
rs 
fngerpices of but catch (under back 
ges 
ch eu ing er in ulead bull 
‘remove firing-pin, ' 


BREDA LM.G. 6-5 Mi. MODEL ‘30. 
Fro. 13. 
2, Insert charger in magazine, push home until last round 
in eaught by cartridge catch and withdraw charger. 
3: Swing magazine into position at right angles to gun. 
4. Pull cocking-handle smartly to rear and let go. 
s.. Apply safety-catch at rear of body by turning down- 


(W) To fire. 
4, Pull back ejection opening cover on left of gun. 
2, Raise safety-catch to vertical position. 


we cocking handle y pling fll to sear and 
oro rake 
6. ‘Tum body cover catch (at rear of body coves) to right, 


14 LIGHT MACHINE-GUNS 


lift body cover, pull out body cover hinge-pin and remove 
cover. 
7. Slide magazine off magazine hinge. 

3. Lift out magazine mouthpiece retaining plate which 
injustinrearot mapesine mouthpieces 

‘9. Slide magazine mouthpiece to rear and liftoff to right. 

10. Lift out ejector. 

11, Turn yun upside down and with the point of a ballet 
press in the locking-aut catch cover retaining stud, 

12, Slide catch cover off to the rear. 
seks Push Out the locking-nut exch hinge-po and remove 

-aiut catch and spring. 

14. Tun side up again and lift locking-nut 

Hoes reesnleg ceth on keh et Sey bo esissaral poston 
withdraw to left. 

15. Move locking-nut Hepiece as far as possible to the 
reat and lif it out. 

16, Lift out locking-nut, 

Note. No other strippi 
(il) To assembt 

Reverte the process in (i) above taking care to sce that 
the locking-nut is twisted as far as possible anti-clockwise 
before attempting to replace the locking-nut catch, 


normally necessary or desirable. 


(d) General information and points of 
interest. 


rely by recoil and partly by 
ret tthe et be wed 
E titand free the breech-block from 
ita engagement with the rear of the barre, thus allowe 
ing the remaining force of the explosion to drive the 
pent case and breechblock to the rear. 


BREDA oy, 
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‘small oil pump in the bod 
‘upwards by 
‘ard movement of the latter and forces oil throug! 
sill fosdcway on fo the round neat so be fied ot 
in the magazine mouthpiece, raising 
the planer abo alions sme oto find vn way fo 


(iif) One important disadvant a 
Cessation of fire the breech block, 
is live round in the brecch. 

Found may explode 
Known as « “cook-off") and « special 


‘sufficiently to blow 
found, and slo to ensure dat the ture is ot eed 
before the breech-block is fully forward and locked 
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8. 8mm. MADSEN L.M.G. (DANISH). 


(a) Particulars. 
Weiahs. a fa 
eth sé ins. 
Method of operation. Real 
re eee Fd 
Hox magazine (overhead) 30 
rounds. 
Byection, Ur 
reech onen of closed on: 
(a) Cease fire, Open. 
OR ‘magazine, a 
ts 
Kanes of adjustment. 300 4 about 2.000 yards 
8 mim, 
(See Fig. 13, p- 117) 
(b) Loading and unloading. 
@) ‘To Ait magazine, 
‘Similar to Bren. 
(il) To toad. 


t Peli beila no Bice Send end edenee a 
2. Place magazine magazine on 
left of the body." Do thes inthe wezne manner as for the Bren. 

3. Set change lever at “F”. 


Note. "The position of the lever be altored 
foie tas sb eosbod nen sua Mtatasiony passe 
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Fro, 13. © 
(Mt) To unload, 
1, Put change lever at “Unl."—the ji 
ba = unloading position. 
3. Press trigger. 
4 Pull back cocking-handla, 
$- Set change lever at" P.”" 
6. Press trager. 
For explanation see under mechanism. 


On the round being of the: forces 
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. Turn the qua slight! and disengage the 
tant'by prsting hccomarcs the Habe front, supposing’ che 


‘body on the left hand. 


(l) To strip. 


1: The che fosfiaaey of che tit tan fe front of feed. 
arm axis bar, and draw back mechaniem 

the whole : 
‘with the 


g : MADSEN 
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(Ut) To assembie, 
Reverse sequence as above, 
D. Flash etiminator. 
() To strip, 
Depress securing catch and unscrew, 
(il) To assembte, 
Reverse the above. 
E. Ejector, ejector lover and spring. 
(i) To strip. 
L Remove the sector sai pin, and remove the ctor. 
Remove the ejector I 5 the thumb 
on iop of fore Yo Prevent fever nd apeing sn juping 


Remove ejector lover and apcing by lifting them up. 


(il) To assemble, 
Reverse the above. 

F. Removal of firing-pin. 

(To strip, 
Seruence of inntractions above 
@ hears Stace leet 


(ll) To assemble, 
Reverse the order. 


all 
selete, ‘ait onthe Sum ae secured by wiee, Thee most 


MADSEN- 


(@) Stoppages snd immediate action, — 
= E 
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CHAPTER TIt 
MEDIUM MACHINE-GUNS 


Preliminary. 

‘A medium machine-gun is an automatic weapon of rifle 
ealibre which is cabable of sustained rapid fire, and which 
is fired from « tripod or other form of mounting. 

‘Most medium machine-guns are belt fed. This enables 
them to carry out their sustained fire tasks, which demand 


eS a 
u a "Dut 
as an ees st cs cman: and s 
rt tient igue t 
‘The period over which m high ete of fire can be 
Sane gE pe 
fd) Fis dened a LMG, he apacy over ang 
period is on a lower scale, 


‘The belt method of feed necessitates rather more compli- 
‘nechaniam than the box magazine type, which iw the 
n s 


mechanism is 
intelligently. realy 

ie. 
Iie ih serie 
Mact 


described adequatel) 
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1. .303-INCH VICKERS M.G, 


Service designation oft 
= <g03-inch Vickers M.G, Mk. I, 
Weight an: tnpod, ME. 
tt 
ime Bi beet 
wun Re 
System of operation. . 
Method of locking. T si j 
int. 
‘Method of feed. Fabric belt of ago rounds. 
Feed opening. Right side block 
Biection, Underneath. 
of gun. rounds 


Slow=d belt 


na Per 
Ammunition, pert Mb, VILL Z. 
Sights. mts 
wee of feet free 
Wath Szpod, sole 
(b) Loading, Firing and Unloading. 
@ To poet 
end of rig 
tnd bold this bo the other nae eo ane, bec from right 
5 Pull Gk eee us aud wipes to roller. 
fei lock tothe left x far en t'wil gor? Pa Pel through 
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4. Release crank handle, which, will By forward again 
cake denser ort false 
ie Thgsbave moons euble the be of the Ont caren 
it ipped extractor, prepare 
Te oe eee Plame Get on te weit backward 
movement of the extractor. 
5s." Repest motions 2, 3, and 4. 
aN iotie seein ofthe iia Nodina mation perform 
{0 The extractor withdrwws the first round from the belt ax 
‘carnes to the fear. 
c When it gets to the end of the cara 
in the body (if it dees not drop, it is forced down -by the 


theo live rounds on the face ctor, one in the 
chamber and one in the feed block. 

‘The gua is now fully loaded. 

(il) To fire. 

1. Place both hands on the grips with the forefingers 


i 
HI 

: 

ae 


E 

Fe 

is 
§ 
i 
i 
a, 
* 
Ea 


if 
Hilt 
i 


et 
it 


VICKERS 


14 MEDIUM MACHINE-GUNS MEDIUM MACHINE-GUNS 135 
2, At the rear end of the left side plate is fixed 
draw the belt to wilh baste tha freer tee The trent ott 
‘s._ Lift wafery-catch and prees thumb-pices. it 


barrel. 

Gi) The round in the feed block ix withdraen ap usual, and 

‘Put in the chamber, but fo freah round i gripped by the 
of the extractor 


wand. 
-refewe, be cleared out of the way 


Figidly su plates. 
‘belt ean be withdrawn to the right. ‘on the face of the lock, taken through the axis of the side 
levers merely tends, therefore, to press the crank harder 
(c) Brief description of mechanism not so own onthe insite, ples: ‘The toggle joint thus formed 
far covered. “3 Riou fin a iF 
(1) Recoil. ‘The tail of the crank bandle has been forced back in 
1, When a round ie fired, the barrel, to which are attached contact with the roller and the crank handle been 
the inside plates, recoile approximately one inch. | Recoil is made to rotate. 
‘by trapping the gases in the muzzle attachment #0 Owing to the shape of the tail of the crank handle, the 
that some of their energy is expended in helping to posh crank is forced to rotate upwards, thus raising the crank 
‘portions to the rear. This ix achieved of pin axis above the other two arcs. 
Segue opting "and the muzzle cup. ‘The continued rolling of the crank handle on the roller 


VICKERS 
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T Lock COckED ON TRIGGER- READY FOR FIRST SHOT Tl LOCK JUST COCKED ON SEAR 


LOCK FIRED 
‘Pio. 15. 
sod consequent ling ofthe crank throegh about 199 degrees To Fine 31 
‘49 Goes the lock by means of the side lever head and EnCAGENEAT WH NG PN 
(iy Putt eetvirs the tock so thatthe extroctor is able 
‘to drop or be forced down behind the cams on the body, ABOUT TO FIRE SECOND SHOT 


OFF SEAR 
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‘Fear cover until it comes t0 stop at about 20 degrees to 
‘30 degrees past the vertical. 
2, Pull back crank handle on to the roller and lift out 
‘connecting rod, ‘Turn lock one-third to right and 
disconnect from the connecting rod. Close rear cover. 
. Go to front of gun and take out muzzlo arrachment 
¢ pin, turn attachment to left and pull off to the front. 
4. With combination tool unscrew muzale cup from 
front end ot ber 
§, Onlatch front cover by turing cover latch upwards 
exticlockwise, lit up font covers” Lift up feed. oct 
and remove, Close it 


’ VIKERS 
MEDIUM MACHINE-GUNS yt 
(f) Component stripping and assembly, 
(i) To strip the lock. 


cs. 
|. Remove side levers, extractor and extractor, 
4 Push out the tumbler axis pin tumbler. 
5. Release the lock spring by pushing down the tail of 


‘sear, 
6. Push out trigger axis pin and igner. 

9; Remove loot tpeng, Sing pis tnd tear Mtb ping, 
(i!) To assemble the lock. 

i : 


=— 
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(Ul) To strip the feed block, 


and spring. 
4, Pull our borer par aie pa, and remove epieg and 
paws. 


(iv) To assemble the feed block, 
Reverse the order of stripping. 
(g) Points before firing. 


(1) Rear and front barrel packings, 
(a) Rear Banas Packrxa, Wind a strand of, two. of 
in the cannelure, 


saben ‘of the barrel. Press the 
Sthestos together with a piece of wood, or the point of 
crew: ‘or similar object, until the cannelure is full; 
then oil the asbestos and smooth it down flush with the 
barrel. 

Faonr Banam Packinc. Unscrew the packiog- 
ey PGy wind. round the barrel same ciled ssbeston 


sean aby a Sr eas 
‘Screw on the gh 


1, Remore lock. 
2. Place of spring-bslance the knob of the 
cater mals 
" Seanding cn left of gun, prose down check-lever with 
ans 
4. With right hand pull balance vertically upwards; the 
iat hed the craal-handle Wear 8 there 


Note, To reduce weight turn vice-pin upwards and vice-versa. 
‘You ean take it that three clicks subteact or add about half « pound. 


Gy) Testing the length of the connecting-rod and 
adjusting cartridge head-space. 
1. Remove furce-spring and lock, 
2, Strip the lock and replace only the side levers with 
bush and extractor. 
3. See that the adjusting nut is tight. 
wf Place 1 thin washer on the font of the adjusting mut 


"7. Rotate crank-handle slowly downwards under control, 
and see if there is sight check just before reaching the 
Check-lever. 
aby phere i po check, ad eparate washers unt & 


9. A check having been obtained with the washers used, 
determine the next lowest combination of washers from those 
‘used to obtain the check. 


4 MEDIUM MACHINE.GUNS 


Place remaining washers underneath the adjusting 
Da ee Fe cmcenase eel pee, oe 


nut. 
‘Note, On service use a live round, but see that the gun is 
pointed away from your own troops. 


(h) Stoppages and immediate action. 


“The Jock is unable 
come back far nou 


‘The lock is unable to go 
fully bore after recoil. 


Fourth 
pouition. | lever, 


| 
“The method of competing with these stoppages is described 
a follows: 


VICKERS 
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(il) Immediate Action, 


of 
Sieg) Irmediate action. 
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BROWNING MEDIUM MACHINE GUN 
Fig. 16. 


(c) Stripping and Assembly. 


Bush co shout one inche This « 
rar Piss Totes cover and sor’ plte cated nd pb 


MEDIUM MACHINE-GUNS: ast 


‘pat plate up out of engagement with the body by meane of 


ion on 
against the bottom plate on the body. 
'2.__ Assemble lock frame to barrel extension as follows: 
{G) Put accelerator claws infront of "T shaped 
@ of barrel extension from the underside. 


that the prongs of the lock frame enter the slota 
for them in the barrel extension. ie 


‘movement when handle hole 
rite the rear of the cut away portion 


)._ Insert cock handle aed push breech-block forward 
forward cover and rear plate catch snd insert 
‘tnd pistol grip from the top. See chat itis quite 


i 
j 


He 
f 


f 
( 


: 
4 
i 
E 


s BROWNING 
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‘the note of a bullet push up sear spring pin and remove sear 
. Tilt breech-block to the rear and 
cari Tit breechblock to the rear and remove fringpin 
‘To assemble breech-block, 


and pulinltce sear from the underside of the breech-block 
nd push out sear spring from its recess and into engagement 


with the 7 
wa ae breechblock topside uppermost insert cocking, 
Insert thick end with the rounded hump downwards, 
‘rough ap i seat sping, Io he ean Wo 

nepine 

GB PN ay down ana its ne i 
Insert cocking-lever pin from left side of breech-block. 
5. Cock firing-pin spring by pulllog cocking-lever 


‘Take bold of coils rth your left 

(fan, heline the been cn te le Sy 
1 possi 

(@) Push the ring red through as for as possible 
Ghar yeer vaads teal yout presant down Sic 
the right thumb, Push the two keys toto the slote 
and tum d their 
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in rear bole in breech-block 
ncrting in the vercal positon and curing fe space 


‘correct head is obtained by means of screwi 
Sr ae ies ine beret emension anal the ation will 
‘dose (Le. recoiling portions will go forward) without 
orced. ‘Then unscrew two notches. ‘This is best 


BROWNING 
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(f) Stoppages and immediate action. 
Gun firing, 


Fal fe, 
Pull C.HL to rear, release it and pull trigger. 
‘Still fails to fire, 


over, jerk belt 5 
Tapco iat 9 


eee first round from 
Should it stil fd lek or fel for ¢ 
cartridge in the 

‘ction, 


1 If the CHL mops tequently jurt shore #f “home * 
eh gu canny mat By fusing it fully forward. 
release the ti his, 


Trigeer before dsing 

Note 2.  Stoppages caused defective feed mechanism can 
frequently be avoided ‘No. 2 assisting to pull the belt through 
SRG Becks "Only llghtsonutance required. 


(@) Special features and information of 
interest. . 


rl ‘The graduation on the sight may be one of 
ing three: 
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3. .256-INCH REVELLI MEDIUM 
MACHINE GUN (ITALY). 
(a) Particulars. 


of opeeaton. Recall and projection of any 
Locked of unlocked. 
Red Mouse trap type, so-round 
ae a 
ean bs ese lee 
Se teens Pome 
oa, % 
(See Fig. ines). 
® Brief description. 
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4. 8 mm. FIAT-REVELLI MEDIUM 
MACHINE GUN, MODEL 35 


(ITALIAN). 
Note. This i» a modified version of the old 6.5 mm. water- 
sotled gars eka iy tc Peoria pee at r914-1918. (See 
No. 3, page 157.) 
(a) Particulars. 
Weight of gun. 298 Tbs. 
» of mounting, $0 Ibs. 
th. aot ins. 
Method of operation. _ { Recoil and projection of spent 
‘Locked or unlocked. Semi. . 
Belt. | Lengths of so rounds 
ee hich conbet : 
‘Upwards, 
‘Type of Fire Single shot or auto. 
Rate of fre, 600 rounds per minute (cyclic) 
Sights. {vos a 
Range of 300-2400 metres. 


(See Fig. 174, p. 1598.) 
(b) Loading and unloading. 


_ () To Jona, 
Insert belt into feed-block from left far 
sm peas to ght, xd ook he pon br pe 


/ 


eg eee ae ee re bene ieee aoe nt 
. fo wai 


Move lever to ical position marked 
situan aa a ee 
(it) ‘To prepare to fire. 
ia a NOSE ee be x SRE Bt oe AE. 


ever, on left of body, vertical for slow» 


2. Set control 
rate and horizontal for rapid rate of fire, 
(Ul) To unload, 

A lease lever ight side of feed-block and 
cee ee 

2. Pull cocking-handle back and let go, twice. 

3. Press trigger to ease spring. 


MEDIUM MACHINE-GUNS: 
(c) Stripping and Assembling. 


() To strip. 
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Opera. ‘Con 
"en | von Par 


* ” 
3, | On tefe 
ide, 
© ” 
s ” 
¢ ” 
” ” 
s ” 
* ” 
10. w 


28. 


Bla 


=r 


as 
8 


# 
i 
i 


f 


REVELL 


ee MEDIUM MACHINE-GUNS 1590 
Opere-| Moet Con. | Opeaii se aN og bn 
fiom. | senent m. the order given in“ Stripping,”* 
Ner_| tow of Gun tthe mowing pone EMSS” Perio sibention: 
| Osa emia ecm ne Se sar tad “ 
a ” ‘Brpren ch of {ersioning caine Secopina Notes, 
SE ewe bn Co oe 
a 
* ” Dare Soe aad Dering breech 
1 ha Witharey feed Mock 10 the left. ton | 
E Remove barrel extension to a 
12. | On'lett | Remove sccslerator. a 23. Oil Purp | On tt 
8. 55 Disconnect safe 32. Oil Pump | 4, | a. When ll 
5 [or | RT RST Tae a ae gancar| "| cave as rome seatne 
‘ie pun niet bur from reat end lever. safety sear spring) is towards the front 
20. a Remove trigaet bar and pring to ree, ‘of the gun. 
an = Remove axis pin of the firing and safety a1, Seam, » 3. The sears should be to- 
nosre by, pualaeg. np kh forefinger from gether. Make sure that dril 
Under side.” Remove sears, ‘Gon oa the oil pump actuating fever 
a ‘in Lift out oil pump actuating lever, lying in the recess at the rear of the 
a. ” Push inl ump resiner on ther sear, Z 
‘and ture until the feathers coincs 20, Trigger ” + replacing trigger bar, 
Iift out. ber and fpperable spring to bar before insertion, 
a4. | Vertical. | “Turn catch on left side to the left and spring. ‘The fist on the forward end of the 
remove. trigger bar should be co the right of the 
as. > ‘Remove purnp. (Bah, Seat eu reed cht the at 
19. Trigger, - s- When replacing trigger push the 
Iitck end of the tigger bar inwerds to 
allow the pin on the trigger to fit in the 
bole on the trigger bar, Be careful not 
3 gual the tienes bar roe fer forward 
‘or the front end of the trigger will foul 
the single shot crip plunger of the firing 


ema LYN BHT ny Baap 
a a5 4 
& i a He 
2| y Taye GboHeG dona 
L eta il i featte ea 
: niga role ait ill i 
3 Lich! Eat tua sige 
gee Be ah eae 
| (EH i oe lt 
Hire é 
———— | 
on ee 
| | Ba tit Tig 
ei | fie teal rif 
e| Huge ile Le 
2 | SREReILEA) ctl 
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Position 
Notes. 


fand the catch engss 


connect 10 feed 


epres the catch and complete mover 
rman nl dhe pin ols to the eight 


13. When. sepia feed feed lever spring 
feed lever first. 


When rey feed pawl 
scruating feng to de ia 
esa the 


gues ao remarks and points of interest. 


is air cooled it necessary 
berths) iuarel afte Bring for about 3 minutes at the rae 


to 


airap race grinute, Every efit ‘should be to 
‘a. As the weapon depends partly “sia of te 


spent cartridge ease for its furan lobia Iu 
moving parts is essen 
eerayalfuncticning occurs. 


ition of the 
as soon 
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5. 8 mm. SCHWARZLOZE MEDIUM 
MACHINE-GUN (AUSTRIA). 


Weight—less water. 
LES maea Som ine rane as the Vickers 
Locked or unlocked. ry unlocked (ose desérip- 
Feed. Fabre bole ntighe bo lft 
side. 

of. ‘Auto only. 
mee st rc 
Range of adjustment. ° 


(See Fig. 18,p. 161) 


CHAPTER IV 
MACHINE CARBINES 
.45-INCH THOMPSON MACHINE 


CARBINE 
(a) Particulars. 
‘Service designation. ‘Thompson Machine Carbine. 
Method of operation. Riese teem me 
sf ‘hand not in the 
unlocked at | as the almple “blow back” 
the moment of firing. Sys, OF is Breech 
Schwarzioze Medium Machine Gun. = aac igdiaed 
Fio. 18. eight. 10 Ibs approx. 
5 Length, Bi. 
.. Firing arrangements. To fire automatic tafety- db. (obi 
ge ee pans cuckeraes of Reker Capacity of magazine {Brum so sds. (obiolete. 
inwards. ae Type of Fire, Chie ever for single uot" 
"t Automatic oiling device in the cover. Bae er 
(c) Brief notes on how to commence ‘Type of sights, Sraten = 
stripping. ‘Range of Adjustment. ae 
locking-pin on rear of gun just above (See Fig. 19, p. 103). 
re ee Pa Least pian abut 60 sabro (b) Loading and unloading. 
to right and withdraw to rear. “ Sata eer eieaionie, 
Note, Beware of strong spring. 
1. Remove spring to rear, 


‘ey sideways oat of engagement 


Daim Type. Remove the wi by lifting up 
Pan arse to hc 
162 


os MACHINE CARBINES MACHINE CARBINES 165 
magazine can be put on frora 
= Be 0 left, but home from this direction is 
N.B, The drum cannot be the carbine when 
moving part a forwatd. post joe 
ey Teescs Eorreen tba usdomianet tse bab tad the mgemas toed 
[= 5) cat ald) Box, Tre. Cock the weapon, Insert the rib on the 


Thompson Machine Carbine = aeaa une 
iesod een eererae 


Fio. 19. re forward, Ley wel i 
the two slots on either side of the centre piece, Lift off the ae 
the wef the magazine. Fill by placing five rounds base 
downwards ia claw of the rotor. Load up 
ise, and ‘il the outer spirals first. When ft 
Comes #0 1 3 the rotor with one 
Shit geporite the rpouth ofthe magazine, Replace the cover 
Sa Re tot in the side over the, projecting stud on the 
ee rata the fiat oping te corect wate 
‘sure ‘on the flat spring lly (a) Toremove either type of magazine, 
making sate re niece, Wind clocwie nine clicks Syberia air 
foras otherwise ‘on the magezine) Ee remove the magazine—drum type to 
1G) Box Trrs. Hold the magazine in the left hand, ards. 
mietiuppermost, and base against the body. Place rounds 
ny ofthe poor Freed ei tee 
and press ° i 
Thumm (he-as for hand filling of Bren thirty-round magazine). i Sertpolag and assembling. 
0 Strip. 

Sy eae Cock the weapon. With the ie seaee Dever saeee bapa si So inet 
(a) ‘oe ie ck weapon, mé change lever, press trig 
pinding ef t0 the front, insert the two rib of the magazine song pra forward under conta spmrcid 

"0 in the front from MER 
igi the Doron Eo"gapasine over to the ight Unt the M zou anenot to ei he weapon wih the chan tres i 


MACHINE CARBINES 166 
165 MACHINE CARBINES 
i, Retue socking-handle, 11" piece and breeeh-block 
the 
the breech-block. chy Renker elope gl plate Od to the forward K 
Shotlt esty to Goes by ter eck corer end Pe laren tr 
2. Press down butt plunger and slide butt off body t0 assembling recur a 
Se eterttie ‘on underside of body behind pistol i relaely ey rear of the: breech, 
get aroun, prem te fF and draw pistol gp group off to shasopereda 2g waste soc Seat whey 
ced cithe ting upside down on u tbe lip the tha bens spots In fod throuth the speng td Ite ke tock 
exer te varied a if rod imimedi- at control of tool, spring and rod, slip the rear 
mh ‘Sohn he breech ‘he fod collar towurds of te rod into is sein it the rear of she body. 
feleasing the the ber of she vod at te sting While doing so, ensure that the @at portion of the collay 
fan ‘Withdraw return spring and rod. late oe downvurds; oberwise the rod cannot be assembled. 
oe Push cocking-handle back to its xear position and lift to. Re-sssemble pistol grip from the rear. 
a Pull cocking-bandle forward sgain and lift out “H" ts, Replace butt froma 


(4) Stoppages and immediate action, 
ook Sprays ay immediate 


P77. Riera cocbhog-tamidle to rou pustios end tibsow. 


(ii) To assemble, 
1 ee ae ogee and pull 


rere cabarets Gan 


tadlecd as 4) 
jaws of the cocking- 
ek {en yoo ie a he werd Up a he 
‘Pun he eoog undead“ pee the ear 
‘Wich Golk portion ites recee le the treo of the Body. 


sand or dust use 
in the inclined cuts on the jon coiticid ne 
Ga) a hoes A read the beating surfaces of the “H 


sisi tof a 


re. 
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2.9 mm. STEN MACHINE CARBINE 


(a) Particulars. 


‘Service designation. ‘Sten Machine Carbine, Mark 
I, Hor UL, 


Lacked or unlocked at | Uniocked. Simple blow-back 
‘Weight, without mingazine. Mark 1, # lbs, Mark IT, 6Ibs. 
on Vix ‘Mark L116 Ibs. 6 ots, ae 


Mark, 3g ions” Mark TE 
go ins. TH, 30 ins. 


167 MACHINE CARBINES: 
(e) Special features and information of 
interest. 


oaser 18 


(STEN MACHINE CARBINE 
Fia. 32, 
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(tt) To toad. 
1, Insert the magazine the housing, and push 
home you are cermin that the magazine eatch has 


The breech-block should NEVER be left forward when 


2 filled or partly filed magazine is im the r nine, if thin is 
done and the weapon i sharply, # round fred 
TS may 


iy eee 0 cw iter yo Gi ck oa 
peril Seeing ik od 


len 


ee MACHINE CARBINES 
Poll out the flash eliminator and the barrel may thus 
oe ymntal bombo too. = 
2. Mark 1 only. 


housi i and 
Bee crenata are 


(ii) Unscrew barrel nut and remove barrel nut and barrel. 


Note, No other stripping is normally necessary or desirable, 
except by an armourer 


(ti) Te assemble, 
4. Replace barrel (Marks T and IT only). 
Mark I only, See that the barrel is fully home in 

Oe esise aul that bm sani a ge 
jack IF onl; 

1 (a Sc fhe bre mt is screwed ham, that te 
magazine housing is roteted upwards as far as 
posible and that the teeth of ine boosing 

lunger are engaging in 
ut, 

(In nearly every case = number'or # line will be 
found stamped on the barrel Whenever this 
40 the number or Tine must be aligned with the 
foresight as otherwise the accuracy of the weapon 
will be affected 

Slip the breech-block into the body 

a feos are cou-copaige Pasac eater vera CaRy £4 

the junction of the ain ang wth the safety slo) prs 
fe breech-block fully Forward. 

Kediop forward its own weigh, 


3. Assemble per spring, return spring-housing and 
reiurn spring cap and replace in body, pushing cap lugs 
into recesses and turning cap clockwise as far 


i 
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as Slide butt into ensuring 
Setetoeens 


(d) Stoppages and immediate action. 


If the weapon following 1.4. must be 
ris repos stops the following applied: 
Reve an ie «fl om, 
Continue firs 
you have ime, which is unlikely in action, before 


exch per ieck athe mouth of the one 
have just removed from the carbine. "Should there te ele, 
round: mispli 


erat round 
ad : abe: picasa 
‘on. pressit tri 
breechblock docs nor go st ae 


ly fe ard, pull Cocks 
hhandle, turn the carbine over to the pal ie Ths 
should remove any empty sane nor previously ies, 


(e) Special features and information of 
interest, 


1, With Marks T and I be taken 
fend ee th bre ut we Toca th oa 


fingers enter the ejection opening and become ranped 
brech Socks span ul proceeding. lo he Mock (ites 
Eiual fanae in front of the ejection opening makes it unlikely 


= Unlike the ‘Thorspeon it\ts not neccesary’ to to oil this 
to ensure functioning: in fact, the Sten will continue 
‘although bone dry. “This docs not mean, % 

ut the ordinary rules for the care of ‘should be 

gelased: the weapon which is well cared for will always 
‘more reliably than one which is badly treated. 


aa MACHINE CARBINES rc 
3. 9 mm. SOLOTHURN MACHINE 
CARBINE 


(a) Particulars. 


‘Weight (without maga- 
ine). 19 Ibe. 7 07s. 
nN. gat inches, 
Capacity of magazine, 30 or 32 rounds, Hox mape- 
pm 
Breed ee Single shot tps 
‘Dye ot is Sen. 
gs of teeemnast lara 
Daataes Fetal pe (See note on 
o. 
(Sce Fig. 21, p. 174). 
(b) Loading and unloading. 
(A) To A magazines, 
a for the Thompson box magazine, 
(it) To load, 
if mouth in and 
hota Gail sha cat angsgnes Pall beck tls cocking= 
(itt) ‘To wntoad, 


MACHINE CARBINES 4 
(c) Stripping and assembling. 


1s MACHINE CARBINES 
. Turn bolt so that tongues are to right and the flat is 
: ‘Push bolt back, compressing recoil ‘Whea 
a : ing 

sufficiently far back to allow of assembly ‘of bolt lower the 


body, 
eo 


(c) Stoppages and immediate action. 

jigrma Emmedin, econ oe ree pacloks of 

Sena cme ey eet ss 
Sheration and feed. (See Thompeon.) 


(d) Special features and information of 
interest. 


. ‘There is safety-catch in frv f the light. Back 
ithe night "Fire Forward agua te oud 8 
“The safety can be applied both in the fired and cocked 


3 
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9 mm. SCHMEISSER MACHINE 
CARBINE, MP. 40. 
(a) Particulars, 
‘Method of operation. jeston 
Locked or unto Unlocked. "Simple low-back 
: ‘action, 
Weight. 9 Ibs, 6 ons, 
Tangth. 3st ins. 
Sacacity of spepaian, 2 rounds. 
LN Be Je shot or auto, 
‘Type of sights. Pepin: 
of sigh 
‘Range of adjustment eel clr fe: 


on p. 10). 


q 


7 MACHINE CARBINES 


{c) Stripping and assembling. 
Q) To strip. 
1. Press in catch at rear of body, 
2. Hinge up body. 
‘ reas ty com st 

maaad anes Kaper eal plccrtcee Tas 
edad Oe bak wep iad eiasates tata, 
(i!) To assemble, 
Sa Hower ol and sign into rear of bv 

at rear of ‘mechanism: 

wstecerh ty toss fe oe the way of the 
Bolt (The plunger fe what the trigger pushes forward.) 
tek, echt covking-bandle up into ite own groove aad push 


forward. 
sed It will be held br the tents f the bolt and 
the plunger 


enguog, The eclron ish forward 
ted push the 


ies ring with end cap attached; with catch 
weg er ae rth ete eo 
i vetal wpec i atic as oe beste aie 4 


6. Snap action up to the body, 

(d) Stoppages and Immediate Action. 

Normal immediate ection for machine carbines. (See 
Thompson.) 

{e) Special features and items of interest. 

4. There is no safety-catch in the accepted sense of the 


SCHMEISSER 
MP 40 


le shot is 
ine wie =, ‘broogbs about by 
rajects to the right single shots are fred; 

the sear is not and 
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5. GERMAN PARACHUTE TROOPS 
MACHINE CARBINE (Schmeisser 
Type). MP38. 9" 


(a) Particulars, 


Method of operation, Pr of spent case. 
Locked or unlocked.” Unlocked. Simple blow heck 
scion. 


Weight. 
on r Snead when butt is folded, 


(See Fig. 22, p. ptt)” 
(b) Loading and unloading. 
As for Schmeisser. 
(c) Stripping and assembling. 
W To strip. 
1. Pull out rather more than a quarter 
gilded und don te bom fot orn 


‘and turn a litle to keep unlocked. 
fasp barrel with left hand and ieee wise 


i and twit pustol grip through about 
ee cletran t0d csoes gol ete trou 


GERMAN PARACHUTE TROOPS HoDEL 


MACHINE CARBINE ~ SCHMEISSER TYPE 


«Note, The barrel can be removed with # special tool or with 


ie) Stoppages and immediate action, 
Howe action for machine carbines. (See 


— . = 


181 MACHINE CARBINES MACHINE CARBINES 18a 
(ey) Special features and items of interest. 6. 9 mm. BERG: 
1. The butt can be folded forwards under the body CARBINE ee 
ski). "To shift she burt frm one pon tothe * ; 
ben the ile headed locking stad wt the ent of the (a) Parsicateee. 
“3 ety is i ‘Method of operation. 
the Schmeisser, ie. oper of. 
a a lot ens he Sly a fhe cocked position ere Unlsic ed. Sieaple los back | 
wee Aldous a z i oa: 10f Ibs. with sling. 
bi lly designed for use : F 
writ tnape terete dare at ‘nin general ee soches 
Mle in the German army—other makes of carbins im, Shae 
erginann and the Solothurn having been relegated t0 Capacity of magazine, ounds (normal) bea, 
eee j ice 
uA 
Open. 
Range of adjustment. 1,000 
Ammunition, soatres. 
mabellam type, (Bee. note 
(See Fig. 23, p. 183.) 
(b) Loading and unloading. 
(@) To fll magazine. 
Normal for machine carbines, 
(i) ‘To load. 


Press in catch which 5 
houng and remove mumstine ‘Phos agsie of magmice 


BERGMANN 
Frio. 23. 


{c) Stripping and assembling. 


lad jecting catch on left side of body, 
i 

Ieiee pe ec ent wits bos cacao go tae the rear. 

(it) To assemble. 

Reverse the above, and press trigger, 


(d) Special features and information of 
interest, 


fais 
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7. 9mm, BERETTA MACHINE 
CARBINE (ITALIAN). 


(a) Particulars, 
rice designation. Moschetto auto Model, 38. 

Method of t ject of 

Locked or unlocked st Unlocked, siseiet ex 

‘yuiseent of fring. acto. 

Feel De Undataach congunle 

Capacity Of Magasines”) “Tres” types: 10,29. sad 

peer |) oie 

Type of ahs. ‘5 eae 

Ammunition. 9 mm, Parabellum. (See 


rear 
y Y pushing a tranae 
‘sdtontod imeuedinnly above Tere ieh 
Seg (Bee Fig. 234, 9. Ta) os Deed 


LB. ‘The ‘catch i sisusted just in front of 
NR The magraoe just 


584A MACHINE CARBINES 
(it) Unfonding. 

Press in magazine-catch and remove magazine, Press 
tigger. 

(c) Stripping and assembling. 

1. Press in the stod at the rear of the body and turn 
‘the rear-end cap il is i 
‘register mark on the top of the body. Remove,the end cap. 


‘Gam SERETTA MACHINE CARBINE 
hatte) 
Fro, a3. 

2. Pull back the cocking-handle #8 far a8 and 
remove the breech-block and return-spring tube from the 
wet Push the return spring tube into the breech-block just 
far to ease the re on the sliding catch on the 
rear of the breech- and push the sliding catch over 


Unt the hey sy in it cance with the Jug on the return 
«spring sibe, Remove al Under control, 
“Pet ge, back ie, mile ide gn the under eof the 
(Srdech:bloek, te velering the stiter heepet cam, w 
tors relesace tbe striber: " Recsowe sxrthar fod ind serikor, 
‘S.No further stripping is normally necessary or desirable. 


CHAPTER V ‘ 


REVOLVERS AND AUTOMATIC 
PISTOLS 


intol”” is used in the army as a general one, 
jing either a “revolver” of an “suto- 


owing to. the short length and the ease with 
doth 


5 an 
fr the man who knows little about 
iy 


useless regrets. 
"The following rules must always be observed 
(G) Never leave 2 losded pistol tying about where other 
people can get at it without your knowing about it, 
ing a pistol down, always “break” it or 
a rdvolver, or tke out the magazine and 
the chamber if an suromatic. 
Gi) If you want to pick up someone cies piste. meng 


AL you want to Pict nail you have proved that fis 
anythin Pit ig loaded, unload it and kick the 
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1, .455-INCH WEBLEY REVOLVER 


Mk. VI 
(a) Particulars, 
Service designation, Pistol 
Heat akecoms 
Length. 1B ins. 
Length of barrel. 6 Js Earlier Marks have 
mode ine Ne 


REVOLVERS AND AUTOMATIC PISTOLS 188 
“oe el ies 
sees ope 
Amaunition inch Mk. Vi Fe rice 
amen ay ia 


187 REVOLVERS AND AUTOMATIC PISTOLS: 


incketted. 
(See Fig. 24, ps 287.) 
(b) Stripping and assembling. . 
(*) To strip, 
1, Unscrew screw securing butt grips, 


2. Unagrew trigger guard serewa. 


ing Out of its seating from right to left, 
from the hammer 


18) REVOLVERS AND AUTOMATIC PISTOLS 


‘The hammer should rise and fall frely. Repeat once or 

twice. If O.K., screw up trigger axis screw. 

cade Reziaceniaoriog sunny with its trunnions at 
fend in their seating. Test for functioning as in 4 


6... Hook the claws of the long aim of the mainspring on to 
i i i a tam Sa ‘the 


top of the mainspring auxiliary, ‘and lever oie a 
oe Of ost for functioning by pu tt the T. 
meee wel det sion roared the iusnee 
of mainspring. 

7. Replace trigger guard and screws. 

B Replace butt grips and screw. 


(c) Notes on eta 


face of the hort side of the mainsprit lary. 
si 

Under the influence of the mainepring, bearing against the 

is ensured by the tail of the hammer 


‘afety 
betting hort side of the 
wing etn eae ae he eee age 


WESLEY: 
REVOLVERS AND AUTOMATIC PISTOLS 190 
hammer causes the auxiliary to rise, and in doing so the 
‘arm meets the safe Peat : poste | 
Ber toric. Ths then beings the Ciepe coor eel 


te Hl nal ny tI, 
Deeventing any further toovenene 10 
Exanot therefore reece the caps nt oY Cow Bammer, which 


afe 
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2, .380-INCH PISTOL No. 2. 


(a) Particulars. 

Service designation. Pisgot No. 2 Mk. Tand 1°, 
Weight. 1 ib. 11} om, 

Length, ghinches. 

Nurmber of chambers. oy 

Cylinder rotates: Ch - 

Asumunition, British .380 in. 


(See Fig. a5, p- 192.) 


Note. ‘The Mark 1 pistol i i 
pully through, The ‘Mark T* sill only function, by double 
Sey by po through. In the eter spat the comb of 


wren if ai Ma ng eT ‘The 
gripe are somewhat the Mark [and bave 


Eon aes te to accommodate the thumb and trigger 
respectively. 


(b) Stripping and assembling. 


2 screw securing butt grips and remove grips. 
‘5. Unscrew barrel catch serew and remove barrel cate 
Note. Before the tension should be taken off the 


unscrewing, 
‘sciew by compressing the spting- Do not use pliers. 

i, ‘Unserew body plate screws on left side (4) and remove 
'5. Lever back the top of the paw! and lift out. 


REVOLVERS AND AUTOMATIC PISTOLS 192 
PISTOL Nae 


MARK 1+ HAMMER 


He MES 


: Faas. 
syLiahenk mainpring from the hammer ewivel and 
7. Knock 6 
as ut mainspring auxiliary fixing pin and remove 
+ Rotate haneoer backwarde 
& tad remove. 
1 Take ot oe gate sas 
(il) To assemble, ae 
Revere the above order 
When essembiing the wuxiliery 
Micky, vo that the lator ride on top f the ak a 


192 REVOLVERS AND AUTOMATIC PISTOLS 
(c) Notes on Mechanism. 


about in the same 
pe of the tail of the 


lowest position the safety stud interferes with any 
af pe aS 
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3. COLT .455, .45, .38-INCH REVOL- 


VERS 
(a) Particulars. 
‘TI different 
sic the barra any tiene cle dnc that na 


srrblse Sumani perl io the same: manet 
for rifles und machine-guns, following three 
as, i Su sat a you of sk 


of ammunition ich ible for the 
rao ca ehh ae ml 
(2) sscinch—Drhish service 4s¢inch ammunition 
ammunition: whieh ip is clearly marked 
6 prttealrt distinct from 45-inch. 
s~ine mpd revolver i- 
ae -4$-inch emmuni. 


any” aie y ‘Armerican fall oh plier hp type as 
from auto ammunit 
(d) .38-ineb—Any pis 


NB. to the above 
Seah Ma rary ns 
: 


' 
COLT 455 INCH REVOLVER 


(COLT_REVOLVER MECHANISM 
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(b) Stripping and assembling. 


Wi ch knock out axis pin of 
bs ‘ith it 
Sia, 4 Pu out axis pin of mainapcing 
6 With avainot her the : 
al, ith eae ies Teens the long and short 
ing it claws from the trims of the hanena ; 
wh Rose hase cas wl Ce thay 


ma 
ee ed m4 trter forward, withdraw cylinder-catel stud to 


Src sR sermon ght side of bay 


Coe 
197 REVOLVERS AND AUTOMATIC PISTOLS 
rebound stud lever a one unit, i.c., see that the 
pins of the trigger and a eres rand ees eas ae 
respective slots of the rebound stud lever auxiliary. 

3. ‘Test these components for correctness of functioning. 
Insert cylinder-catch stud. 


REVOLVERS AND AUTOMATIC PISTOLS 198 
(c) Notes on mechanism. 


the 
Ais Gasser ine ax ed tle shah el ee 
ponents for functioning. ce ad Nae 
5 sid a thumb-pit 
42, Replace side plate, pulling thumb-piece back un 
13, ‘Test everything for functioning. 
14. Replace butt grips. 


General note re stripping and assembling. 
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4, .450-INCH AND .455-INGH COLT 
AUTOMATIC PISTOLS, 


‘Common names. Colt 45 auto, and Colt 455 
auto. 


eel Seed, > 

‘Ammunition. -4so-in. and 455-in, automatic 
&  Firnless). 455 will 
NOT fit ai, aly: but 

4s may be teedin moet 

“435 sutomatis weapons, 

Locked or unlocked, Losi 

Sights. 


Fixed, 
(See Fig. 27, p: 300.) 
(b) Loading arid untoading. 
To All the azine. 
ai reir tee dips ak 
Pressing the spring catch on the left of the pistol just 
Fear of the trigner. 


(ii) To toad, 

wh the magazine well home into the butt, pull back 
the moving portions ss far as possible and allow them to 
return fully forwards, ‘The pistol is wow loaded and cocked, 
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(il) Mechanteal Safety. 
1. Pressure on the trigger alone cannot release the 
hammer, The weapon must be grasped s0 that the grip 

below the hammer is pushed forward 
released until the moving 


not be 

are seta "forward andthe breech locked 

Fi Dy aal atal in the but grup stated 
in front of the hammer. ‘This i 


ham 
‘the moving and depressed by it until the breech 
brie et pan, to # recess on the under side of the 
pornon, being d backward 


from the hammer so that the latter may be cocked by 
backward. motion of the recoiling portion and ‘and only allows 


ret) Helemed by the relaxation of finger-pressure on the 
IA Aled vos by che peerce afte veces owe 
(d) Stripping and assembling. 


( To ete, 


1 be magasine, 
a. Pre sek ied head of the return spring plunger 


ide the moving partion back until the feirward of 
{9 anal cus on the lower left edge ofthe moving portion 
iw above the rear end of atch on the butt group 
which Js just above the trigger. : 

his long catch has at its forward end a pin which 
rruns through the pistol from side to side. Press now on the 


ee CoLT Aure 
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5. ‘The moving portion and removed 
feo the butt banter bby sliding eof sich dh 

Cond tee REUER Dring positioning pin should then fall 

may be removed from the moving portion 


"0 remove the firing-pin and the extra 
tthe base of the firing-pin mie punch anal the ithe anal sing 


So 
-pin and spring wil come 
‘aay be pulled out te the rear oot abe eco 


(8) To assembie. 
Reverse the above order paying attention to the following 


(@) When inserting the pin of the ke certain 
tha goes through the hole fae Been 


‘assembly 
thdrawing the 
Eyes by riick <3 bird 
(e) Special features and general information. 


us ‘The Tock 0 the action when the pistol is cocked is 
jows: 


accomplished 
@ ‘nthe op of the burl jun in et ofthe chamber 


‘two tran: 
ara transverse ribs which Bt into grooves in 


Gi) As the moving ports go forward the barrel is pus 
2 the moving portion unl th she bared eas 
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i ri vs remains locked for the short 
gape ian sem nner ‘he recon w forcing te M5, 38 COLT AUTOMATIC PISTOL, 
moving parta back, causing the barrel rotate 
shout the long atch pin and pul the bree cleat of (a) Particulars. 


edge eR 

hi close the breech after firing the last round it is (b) Loading and unloading. 
» tea “tating prion wil foward: Bg TM, erin arin ll ret sir to tone 
ress the gue 0 eave the pring. ‘aganine ach iat the bottoms of the butt instead of atthe 


‘There is no safety eatch but the ha be pulled 
back 10“ half cock” which locks all mowieg rartse® 
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(4) Stripping and assembling. 
@) To strip. 
1. Remove the magazine, 


Press the plunger below the muzzle and slip out the 
sgl ae oh easels shor dameaca tack fren 


3. The barrel is secured at front and rear 
which cause it to rise and 


per, the if 
it is the barre! it will be J 
el ur the two pins wih Bld the isk ote of 


@ To Assemble. 


1, Reverse the above actions, 
2. Press the trigger to ease the springs. 


(e) psec features and general information. 
1. The locking action is similar to that emplayed in the 


55,.Col astomatc the only diference being the fact that 
the barrel is pivoted at both front and rear by means of the 


The “holding device incorporated in this 
sa dao ever 
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6. .380 COLT AUTOMATIC PISTOL. 
(a) Particulars, 


Common name, 
Weight nia, 


Tength of baer, 
Number of ea in 


Ammunition. 
Leste or locke. 


(b) Loading and unloading. 
fexThEMe operations are similar to {howe described above 
ic c 
bearish Regs smote a 
(c) Applied and mechanical safety, 
(@ Applied safety. 


1 Hi cr co ony ea fear ape 
and is one ind: 


i 
in thi stmt ov noe 
Yisible in this model as it is concealed under 
of the moving portion. 
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(i) Mechanical safety. 


be grasped so that the 
safery-lever at the back of the butt fs pushed forward co 
2. ihe this pistol works on the “"blow-back” 
prin {hg breech isnot locked in any way when the 
cE rani (a'r i's for the rte ge Co ten arene 
c) the .450 Colt automatic) are 

Paragraph ( 2 2 45 a is) are ade 


Erol Breneaplan 


(4) Stripping and assembling. 
@ To strip, 
» Reowreibe magazine. 


Pull back the moving Portion wnt 
wieeea te Lone erie pale 
of the lower part of the 
muzzle, coincides with fey front ba T} 

‘This uncovers the forward 
3. Hold the searing portion in oy pie os tid with 
the dis han tthe are a far an wil goin an 
anti-clockwise direction (looked at from the front). 

Let the mo come fe 
inde tevin pein come 
off the front end of the body. 

$. The barrel na ow be removed from the moving 
gern wri ke eal pte nd ie 
may also be removed, zd 

6. No further stripping should be arrempted. 


rd under the 
and the barrel 
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(U) To assemble. 


1. Reverse the above actions, 
© a.. Pres the trigger fo ease the springs. 


(e) Special features and ees taterectca: 


Fatavemesesat 
2. There is no"! haldlig-opea” device In tla pol end 
popsncrs peergons 


‘the weapon 
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7. SMITH AND WESSON .455, .38, 
AND .45 D.A. REVOLVERS 


(a) Pateilaes. 
there are 90 many diferent. pes a ented 


‘are 
i 

i ‘The types of ammunition which are suitable for the 

‘various calibres are as follows: 


are a3 
-inch.—British service 455-inch or American 
Oto =e “4ss-inch as 


N.B. Here als, sn in the case of the Colt, there may be a 
few exceptions, but the above may be taken ab a good general 
‘guide. 


sarang 
Ereeterey 


455 INCH SMITH & WESSON 


SMITH & WESSON 455, -45 8-35 INCH. 


Fro, 28 
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(b) Stripping and assembling. 


@) To strip. 


1, Unscrew serew eecaring butt grips. 
Unscrew crews securing side pl 
ler ion the scan se instead of the Ktt as in the 
case of the Colt. Two screws ure just above either end of 
if 


NB, ‘Take care not to let the spring fly out of it may be lost. 
6, Manipulating the hammer to the rear, lever it out 
on Rowe ere a 
upwards 

ger ee eee wil oe ead ane and pulling 


forwards. 
oak aia Sraab pet sce ent 


the hammer, and rep! er. 
3. Amemble pawl to the trigger, re that: 
() The paw! lever spring stud at ‘of the pawl 


SW 
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fever is cortectly placed on top of the pave lever 
G1 Fhe ea he pt leo SS of ge pent ia 
in fee in the bof 
forward and ae 


7 re 
) The of the 
set ad * ties between the bent of 
Ips in ein he tinder nya RE 
S309 connectiog deel oe iaset ase 
end mt ‘behind 
ree rome 
a 
int place behind thelr retaining pies 


Scrape een a a 
inserting spindle in ite recess 
plunger. 
NB, (a) The shortest screw Bee 
‘ is tho 
siya, Semin tite bea cr 
‘eon fo 


General note regarding stripping and assembling. 


‘The above instructions ceri 
lll ypes af Colt reveivers. me rae 


a RE gee 
rey da 
pig tla: 
Gee a quid 
Pac a Le 
ihe : aoKs 
—_—__——. 
HTH Hoe 5 
2 a a Hed Hal ta 
. at 
Bod Hil oly 
+ Lia Wy 
iti nel ly 
aH He ity 
5 2 ale eal 2 iy 
a vgs as 


ay id 


HE 


Hi 


ei al 
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9mm. BORCHARDT-LuGeR PARABELLUM, 
TARDE LUGER PARABELLUM, 


Fie. a9, 
(ii) Unloading. 
whic lies on the left side of tre a ee att 


2. Carry out the motion of pulling the crank 
back and letting it go. Thi will extract the found in the 
chamber and, since the magazine had previouily been 
Femoved no other round will be fed in. 

3. Release springs by pulling the trigger. 


(c) Applied and mechanical safety devices, 


@) Applted safery. 
‘There is a safety-catch on the Jeft side of the body at the 
‘op of the butt. ‘are two positions for the catch, i.e, at 
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about: to the horizontal, which iv the “ready” 
ioe (thas position tthe’ more forward of te reek eed 

at egress to the horizontal which is. 


(il) Mechanical safety. 
If the trigges is pulled when the action ix nos fully locked, 
the trigger-bar cannot in 
i rear owing to the recoiling parts 


not 
() Stripping and assembling. 

() Stripping. : 
2. Push back cere rears coedammiog the 
3 Liftout the 


‘spring while assembling it again. 
ba tessa ee assembly from the front. Tt 
do best tedo ths WHE Ae themes ee ee 


the seur tail since > 
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the rij ‘The hook will the 
fun the pistol the right way up. non 


Eales Goris pe tombe panes 
ague is inverted in its fecess in the body and that the 

prtins of His Wiaser-bar suleee te aot bt a 
Sop of the trgaers 


* Lm a tig Nodak Reratsiletd teal hed 
trigger guard back to its original horizontal position 


(e) Special features ms ce isfeeraation 
1. There is holding-ope when the 


Pao pea eee 
firmly supported underneath. Recoil of about a quarter of 
ten inch occurs 
to rotate under the influence of contact with the 
‘shoulders at the rear of the body. 


before the toggle is broken and the crank. 
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9. 7.63 MM. AND 9 MM. MAUSER 
AUTOMATIC PISTOL. 


(a) Particulars, 
‘Common name. Mauser pistol. 
Weight. 2 Ibs. 8 om, 
eee ih poate 5 fis to. os 
Length. 11 ins, 
Length of barrel. shins. 
Nomber of rounds in) 0 ound, 
Ammunition {753.7 }Mtauser, 
Many, but not all, of the 
Barabelium smmonition, ‘es 
used in machi 
$ (See note on p. 10). 
Locked or unlocked. Locked by ising link engaging 
‘Type of sights. me 
of : - = 
Range of adjustment. 50 Sot Tasos ate 
‘or 1,000 metres, 
(Gee Fig 30,9. 319 


‘This pistol is commonly found with » wooden holster 
igh be ite as bute a ena the weapon ta be 
ly accurate shooting at distances greater 


used for 
asehouherel sage or tools 
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wile base plate, slide the plate Sayer slightly and 
am with enagasine epring end 


platform, 
id fal ce tad 


hammer, 
the bm of he hammer and iM back the barrel, barrel 
‘extension and 


1, Slide bolt into barrel extension and with the blade 
of « screwdriver (which should be as wide as the diameter 
of the spring) the bolt retum spring until it is 


compress m 
‘Posuble to inget the belt catch behind i. 


Insert firit in, making certain that it through 
the hole in the abt Push forward and give a quarter 

turn anti-clockwise to secure. 

Hold barrel group: link over tink 
Dill, ‘place. bacnnser jae over link, making. sure 

the hammer is cocked, anc until the ejector 
which projects at the the mechaniam fits into the 
slot on the underside of the bolt. Press down the hammer 


4 Tur pistol the right way up and press the trigger. 
5. fosert magazine platform and spring, and aide home 
magazine base pl 


(e) Mecetketei Cae information. 
im. ieee hun Raye « rep Cred ech eo 
=r usual i ne large 9 


: MAUSER 
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carved in each side of 
, Sometimes. 
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10. 9mm, WALTHER MODEL 38 
AUTOMATIC PISTOL (GER- 


(a) Particulars. 
Common P.38, or gmm, Walther auto. 
bit en Ibs. 
2 Ibe. 5 om 

Unloaded. 2 Iba. Scan: 
Length, overall. §} ins. 
‘Length of barrel # ins. including chamber. 

of rounds. 
Ammunition. 9 mm. Parabellum. (See 
fote on p. 10). 

es ot unlocked. ‘Locked by rising block, 


Fired. 

(See Fig. 31, p. 224.) 

(b) Loading and unloading. 
@) To fill magazine, 

1, Withdraw magazine by pushing back the eatch at the 
bats ofthe pili, when the mazarine sould ving out 

to enable if to be gripped in # : 

ar Place the beve Of each found Jost i front of the 
magazine lips and press down and rds into place, 
(it) To toad, 

1, Push magazine home into pistol grip. 

21, Pall the slide back as fer es possible and allow it to 
run forwards under the influence of the return spring. 

Note. It dors not matter whether the safety-catch is in the 
horizontal FIRE position or whether it has been tumed down 
to the SARE positon, In the former case the weapon is now 
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(c) Applied safety. 

3, There is a sufety-catch on the left of the weapon 
“othe rear end of the slide. This may be moved (roan FIRE 
to SAFE whether the pistol is cocked or uncocked. 

(If the pistol is cocked the hammer will be released 

and will come forward without firing the round in 
the chamber since the firing pin is locked before the 
hammer hita it, It i then, lmpossible to press the 
co ee filly erect. 
the pistol is uncocked the pressing of the tri 
‘cannot fire the pistol asthe hammer is prevented 


moving back far enough to be released. In any case 
the firing-pin is locked, although the trigger t 
& mm igh not 
2 If, wi 


hilet the safery-catch is at SAFE, the slide is 
the hammer will not remain cocked when the 
‘lide moves forward again but will be released ss at (i) above 
‘when the slide reaches the end of its forward movement, 


(d) Stripping and assembling. 
(i) To strip, 


side of the weapon in front of the 


trigger ) 
5. Holding the slide under control depress the holding 
‘open catch and remove slide and barrel to the front. 

6, “Turning theslide und barrel upside down, push forward 
the small plunger at the rear of the barrel assembly, ‘This 
will the white metal locking block and enable the 
barrel to be removed from the slide. 


WALTRE! 


REVOLVERS AND AUTOMATIC PISTOLS 226 
"The locking block may now be removed from the 


No other stripping should be attempted. 
(MH) To assemble. 

. Replace locking block in barrel and see that 
ths hug aac ai of i are in line with the wide ribs on 
“the barrel. 

Push the barrel assembly into the slide ws far us possible 
and then push the locking ‘upwards into the locked 
position. 

3, See that the hammer is forward in the uncocked 
potition and that all moving parts in the body are below 
he level f thea bearing sce the ear cod * 

. Holdi ‘block in the locked. position 
wit as ees ANTE foush the aide end barre 
a to the body, pushing the slide fully back and holding i 
{in that position by raising the holding-open catch. 

's., Turn the locking lever back to the locked (horizontal) 
petition. ‘ 

6. Depress the holding open catch thus allowing the 
slide to move forward, 

7. Insert the magazine. 

{e) Points of interest. 

‘The chief point of note is that this pistol, although 
‘sutormatic, hata double action hammer mechanism more 
Shually found in revolvers. ‘This enables the weapon to 
be carried loaded bur at SAFE with the hammer uncocked 
sthd yet be ready for instant action without having to cock i. 
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il. 9mm _ BERETTA MODEL 1934 
AUTOMATIC PISTOL (ITAL- 


TAN). 
(a) Particulars. 
Weight: 
Inloaded. " 
Loaded, 2 
Tenath of barrel including camber 
ine. i 
opacity of magazine. iss 
fs Scanian 
Scandard rimless 80. am- 
‘munition will fit this pistol 
Parabellum or Mauser am. 
munition will Nt i. 
both are too long. (See 
note on p. 10). 
Locked or unlocked. l. 
‘Sights. 


Fixed. 

(Sce Fig. 32, p. 228) 

(b) Loading and unloading, 
() To fn ——— 


magazi 
(ii) To toad, 

1. Push magazine home into pis 

See that the. Lad fe of the weapon is 

int the he fully forward (FIRE) position, the letter F and the 
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BEAETTA’ 9m MODEL 1954 
AUTOMATIC PISTOL _<ITALN) 


7 
puchame caren 


Fro. 33. 
3. Pull the slide back as far as possible and let it go 
forwards under the influence of the retum spring, ‘The 
pistol is now ready to fire. ‘< _ 
A moving it as far as possi 
wth narra 
Not If deve the hance gay be loered before applying 
i‘ hand, icger 
ae I ard i tn this cave the 
Erne mnt x corked bY hand blr the weapon can be red 
this caay be done either before or efter releasing the safety catch 
(ili, To unload, 
1 Remove the magazine, 
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Push ¢ 
i: Fae te de fe he ound ia te chamber. 
{ allow to move forward 
Bess che trigger to case the springs. : 
(c) Applied and Mechanical safety, 


that though 
{0 fire by giving the pistol « shar jerk or knock alihougl, 
pistol to feave the hammer ever possible, 
(il) Mechanical 


Safety. 
Tt is not possible for the hammer to be released until the 
po UE SES ire means of a 
disconnector, above 


fae at 
If the alide is not fully forward the disconnector tongue 
cannot rise and only moves backwards 


‘trigger from the hammer. 


(d) Stripping and assembling. 
) To strip. 


1. Remove the magazine. 

Ty ch (SAFE), 

2 APSR. tech 
then j sfeepine ieee ‘notch on lower Peas of ier sof slide thus 
bare to rear, 

aie rl fo rea and Ndvoer breech sad Bo 

has 
fofirart (ETRE) and'sonone ahd oss ont e2 of body. 


BERET 
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6 Recoove recurs eoeingrinigiwa seston rod and ealstr 
re 
Note. No other'Ittipping should normally be auempted, ” * 
(i) To assemble, 
1. Insert safety-cateh, turned tovrear (SAFE), 
2. Insert’ feturn spring and Yod; the collar on the rod” 
~ being to the rear. 
3;, ib slide on vo body from foot'and pus rearwa 
ld tn tho rear’ podtion ‘by. tho saferfeatch 
‘engaging in the notch as before. 
4. ,dnsert the barre, murzie at and push forward 40 
that the tongue below ‘the chamber engages in the fecess © 


“Sh 
acter sletcaih forward (to: FERE) seeming sid 

6. Press trigger to ease springs: 

7, Insert magazine. 

(e) Points of interest. 

1 ap oie eit ty 
the magazine, however; allows the'slide to move 
{gerard so that when a fll magazine i inverted i wil again 

be necessary to pull back the 


2. There is a “half-cock" position of the hammer, 
Th normally not a requirement where a safety-catehr is 


t 


Nefe. There is also a 7.65 mm. {.32 in.) calibre version’ of this 
perol. Weights and dimensions, except for the barrel, chamber 
sod magazine, ss ges a ee 
vy OMA 809, 
A ae 
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NOTES 
(Do mot fil im here anything that should be secret from the enemy.) PENETRATION. oF A 


SHINGLE a 


MORTAK Clay oe 
CHALK 18" ~~ Ry TURE oR Pea $0" 
Rarimina EARTH REDUCES {TS RESISTANCE, 


AMMUNITION 0.300, _(u.5.A2 
NaTE!- AiL U.S. ammo. 1S TRACAR. 7 


a 
re 


ENO OF CASE IS CRIMED, SOMETIMES A Biue 
Srain om One, 


NOTE :— Wears 1S No SAP. Expiasive In 0.800. 


| Briones | %2 cack case 
O22. cat 
(Aise veuacary ‘east Se 


ae 
+ SAR Ex. 
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A companion book for 
HOME GUARDS 


THE HOME GUARD 
TRAINING MANUAL 
Edited by Major John Langdon-Davies, 8.8, 
Based by permission on W.O. Training 
Instructions 
With 2 chapters on Rifle and Lewis Gun firing 
and maintenance by 
BRIGADIER J. A. BARLOW, sac. 


Sections also on Nazi Warfare, Village Defence, 
Gas Warfare, Anti-Tank, Drill and Discipline, 
Anti-Air War. 
Neve and Revised Edition. oth Printing, 2s. net, 
Approved by W.O. for H.G. issue 
Of all Booksellers 
JOHN MURRAY & THE PILOT PRESS 


A new HOME GUARD Book by 
MAJOR JOHN LANGDON-DAVIES, ws. 


FIELDCRAFT TRAINING 
MANUAL 
for Home Guards 


Based on the Courses given at Maj. Langdon-Davies" 
School at his Farm in Southern England under 
War Office arrangements. 
Scouting—Tracking— Personal Camouflage ~ Map 
Reading, etc. 
Fully Tlustrated 
4th Printing. 26, net 
Of ail Booksellers 
JOHN MURRAY & THE PILOT PRESS 


(HOME GUARD! . . . "SHUN! 
HERE'S ‘THREE-IN-ONE’... 


Give your rifle what it needs most— 


*Three-In-One,” the triple action oil, 
now obtainable in handy tubes or bottles. 


No waste In use or leakage when carried 
In your kit. Just a spot gives smoother 
action/and prevents rust and pitting. 


There are innumerable uses in the home 
for ' Three-In-One '—the oll which pene- 
trates and will not clog. 


From all Gunsmiths, tronmongers 
and Hardware Dealers. 84., 1/- and 
2/6, (Exempt from Purchase Tox). 


S-IN-ONE OIL 


OIL OF 30i USES 


BRUSHLESS 
SHAVING CREAM 


WHICH 


Think of the best brushless shave you've ever had. Add a 
dove noa-bubbling, creamy, active, lasting lather—and you 
Pave HUSSAR, HUSSAR will give you smoother, quicker, 
alicker shaves ‘than ever before. Requiring neither soap, 
rust nor water, HUSSAR is 23 easy to use in the desert 
&ICis In the bathcoom. Try MUSSAR today for the perfect 
shaver it's the shave cream for which men have been waiting. 


BROADWAY SURGICAL BUREAU, LONDON, W.1. 
@ §ean Claude Product 


STAFFS, ALSO ORUMS, FLUTES, 
REPAIRS, ETC. BUGLES, PIPES. 


Henry Potter & Co., 


3039, WEST STREET, CHARING CROSS ROAD, W.C.2 


Dondon 


“DRUMS” 


Specialists tn Painting and eraldry 
Sterling Silver Embroidery 


Pips Banners, Colour Belts, Drum Basses, Regimental 
‘Colours, Drum-blajors’ Sashes, Etc, 
* Military Catalogue or * 

‘Cadet Guide on application. 


